
Safety regulations of slacktivity.ch GmbH
Indoor Slackline setup with wallMounts 

Information about statics

The SLACKTIVITY wall mounts have been designed and tested to withstand the recommended maximum load of 12kN with 

a triple safety margin. In our pull-out tests, cracks in the standard concrete (C20 / 25) formed from 37kN onwards without the 

wall bracket being pulled out. However, this value may vary depending on the concrete quality & how the steel bolts were set. 

The wall brackets may be loaded up to a maximum of 12kN. This value can not be exceeded if used correctly with the “super-

Jumpline”, provided that the permitted manual force on the ratchet (400N) has been complied with and a maximum of three 

persons (maximum 200kg body weight in total) are on the slackline.

The breaking load of the SLACKTIVITY wall brackets is over 40kN, which corresponds to the specified recommendation of the 

DIN 79400 for slackline systems.

During installation, the following should be com-

plied with

• The installation instructions (video and PDF) must be 

followed. 

• WallMounts may only be installed directly on flat 

concrete walls with a minimum thickness of 25cm. 

• Distance from the edge (11cm) must be in 

accordance with the specifications of the steel bolt 

manufacturer. 

The use of SLACKTIVITY wall mounts must be discontinued immediately,

if one of the following occurs:

• Cracks in the concrete or spalling of the concrete form around the anchorage of the wallMount

• Between the surfaces of the wall bracket and the wall, a gap of more than 3mm is formed

• The wall bracket is warped after use in the pulling direction

• More than 10% of the fabric of the connection loop is damaged

• We recommend to replace the loops every three years at the latest.

The operating instructions of the slackline and the slackline system must be observed.
* SLACKTIVITY rejects any liability for damage to the infrastructure caused by improper use resp. without clarification of the forces applied. 

Slacklines
The use of SLACKTIVITY slacklines must be stopped immediately,

if one of the following occurs:

• The slackline tape has damage that is more than 10% of the width of the line

• The V-loop shows significant damage of the weave

• Threads loose at the seams

• Metal parts (screws, nuts) detach from the ratchet

In accordance with DIN 79400, we recommend that you replace the slacklines every three years at the latest.

Please contact us immediately if the use of a SLACKTIVTY indoor system has to be stopped for the reasons mentioned 

above, so that we can strive for the best possible solution.

We are pleased to make you an offer for the replacement of slacklines and loops after the recommended period of 

use (after three years).

     info@slacktivity.ch  /  077 408 03 57
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